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Constrip ®  4 

HIGH PERFORMANCE MOULD OIL 

NOTE : Every reasonable precaution is taken in the manufacture of all CORMIX-products to ensure that they comply with CORMIX‘s high standard of quality. The recommendations and 

properties of the product are based upon what is believed to be the most reliable information available, and are not intended as recommendations which infringe on other patents. Although 

all CORMIX-products are subject to rigid quality tests, no specific guarantee can be given, because results depend, not only on quality, but also on other factors beyond our control. We 

welcome therefore consultation in the event of doubt concerning application, or performance, and point out those oral recommendations, which vary from the instructions contained herein, 

are not binding without written confirmation by CORMIX. All transactions shall be subject to our terms and conditions of sale-delivery-and-service. This data sheet supersedes the previous 

one and a reprint may be issued without notice to supersede this edition, as and when deemed necessary. The information given in this leaflet is to the best of our knowledge true and 

reliable. Field service where provided does not constitute supervisory responsibility.Our guarantee is therefore limited to the quality of materials delivered. 

 

DESCRIPTION 

A premium mould oil specifically developed for harsh 

conditions in tropical climates where high performance 

is required. Constrip 4 gives excellent resistance to 

tropical rain and performs well where steel moulds have 

high surface temperatures. A ready to use liquid which 

out performs standard mould oils. 

Constrip 4 is an emulsified product based on a blend of 

selected high quality paraffin solids and oils. 

USES & ADVANTAGES 

Can be used with all types of moulds providing fast easy 

release and clean fair face concrete. 

Advantages include:- 

• Reduces or eliminates bubbles. 

• Resistant to rain. 

• Performs well with high surface temperatures. 

• Ready to use. 

• Produces clean fair face finish. 

• High coverage rate. 

• No staining to concrete surface. 

• Spray or roller applied. Easy to clean. 

• Non toxic. 

• Does not rust moulds. 

• Easy to release. 

• Once applied long service life. 

• Economical. Saves on bug hole and other surface 

repairs. 

PROPERTIES 

Appearance:   White liquid 

Specific Gravity:  0.95 - 1.02 kg/litre 

APPLICATION 

Constrip 4 is ready to use and shall be applied as thinly 

and evenly as possible. Apply by spray, roller or 

sponge, excess material should be removed by sponge 

before pouring concrete. 

COVERAGE RATES 

25 - 40 m2 per litre depending on type of form-work. 

 

PACKAGING 

200 litre drums or 1,000 litre bulks. 

STORAGE & SHELF LIFE 

Constip 4 should be stored protected from sunlight and 

frost. The shelf life is 9 months in original sealed 

containers. 

HEALTH & SAFETY 

Constrip 4 is formulated from materials that present no 

serious hazard to health provided normal protection and 

hygiene is maintained. Operators should wear protective 

clothing, gloves and goggles. Good ventilation is 

important in confined spaces or when spray applying. 

Wash off skin with plenty of soap and water. If in contact 

with eyes rinse immediately with clean water & seek 

medical attention. 

TECHNICAL SERVICE 

The Cormix International Technical Service Department 

is available to assist you in the correct use of our 

products and its resources are at your disposal entirely 

without obligation. 

QUALITY ASSURANCE 

ISO 9001 : 2015 verified by TUV Nord. 

CONTACT DETAILS 

Cormix International Limited 

89 Romklao Rd., Sansab, Minburi, Bangkok 10510 

Tel. (66 2) 917 3955-8, 543 8890 

Fax. (66 2) 917 3959, 543 8891 

http://www.cormix.com  

E-mail: info@cormix.com 

 


